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VIVOTEK IP  Video Nazor  08.03.2010.

Tisab d.o.o. ul. Tošin Bunar 143 (Studentski grad, I blok - krilo G), 11070 Novi Beograd
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�  349,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/61-vivotek-

ip7161-2-megapikselna-danno-ip-fiksna-mrena-kamera.htm l
2-megapiksela CMOS Senzor, 3 ~ 9 mm Vari-focal, Auto-iris Optika, Removable IR-cut 
Filter za Dan & No�  Snimanje, Ugra� ene IR diode, efektivne do 25 Metara, Real-time 
MPEG-4 I MJPEG Kompresija (Dual Codec), Multiple Streams Simultano, ePTZ for Data 
Efficiency, Weather-proof IP67-rated Ku� ište, Ugra� en 802.3af Compliant PoE, Two-
way Audio preko SIP Protokola, Ugra� en SD/SDHC Card Slot za On-board Snimanje 
Nosa�  kamere sa zaštitom za kablove, u cenu uklju� en Central Management Client / 
Server Software za 32 kamere

�  520,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/49-vivotek-
ip7361.htm l

2-megapikselni CMOS senzor;3 do 8mm Vari-fokal, Auto-iris Optika;Pomeraju� i IR-cut 
filter za Dan/No�  snimanje;H.264,MPEG-4 i MJPEG Kompresije(Triple 
Codec);Istovremeni višebrojni protok snimaka;
Isecanje snimaka za poboljšanje protoka;ePTZ za efikasno � uvanje podataka;Tamper 
detektor protiv sabotiranja rada;Podr� ava PoE;Ugra� en SD/SDHC karti� ni ulaz za 
lokalno skladištenje snimaka;
CS- ili C- podesivi prsten za fleksibilno insaliranje objektiva;

�  455,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/60-vivotek-
ip8161-2-megapikselna-h264-danno-fiksna-ip-mrena-kamera.htm l

Vivotek IP7251 - iste karakteristike kao IP7151 s tim što je ovo nova generacija 
inteligentnih IP kamera koja u svom softveru podr� ava detekciju pomeranja 
objekata(ovo je veoma bitno iz sigurnosnih razloga), detekciju maskiranja kamere 
(sprejem, pokrivanjem kamere,...)

�  520,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/64-vivotek-ip7251-
inteligentni-video-danno-fiksna-ip-mrena-kamera.html

Vivotek IP7142 Outdoor Day/Night IR Wide Dynamic Range IP kamera sa eksternim 
ku� ištem - 1/3.3” Wide Dynamic Range CMOS Sensor in 720x480 / 25 fps resolution to 
cope with any challenging lighting conditions, Board lens, vari-focal, f=3.3 mm ~ 12 mm, 
F1.4 (wide), F2.9 (tele), auto-iris (DC), focus range: 50 cm to infinity, Removable IR-cut filter 
for Day & Night Function: Auto/Schedule, Built-in IR Illuminators up to 15m, Angle of view 
23° ~ 85.2° (horizontal) / 14.8° ~ 51.6° (vertical), IP66-rated Housing for Weather-proof, Real-
time MPEG-4 and MJPEG Compression (Dual Codec), Supports Dual Streams 
Simultaneously, Built-in 802.3af Compliant PoE (Power over Ethernet), Two-way Audio by 
SIP Protocol, Digital I/O for External Sensor and Alarm, RS-485 Interface for Scanners, 
Pan/Tilts, Supports 3GPP mobile surveillance, Adjustable image size, quality, and bit rate, 
Time stamp and text caption overlay, Flip & mirror, Configurable brightness, contrast, 
saturation, and hue, Automatic or manual day/night mode, Supports privacy masks, Triple-
window video motion detection, Event notification using HTTP, SMTP, or FTP, Local recording of MP4 file, Security Multi-level user access with password protection, IP address filtering, Camera live viewing for up to 10 clients, Temperature: -20° ~ 60°C, Vivotek softver za monitorisanje i snimanje 

�  377,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/58-vivotek-ip7142-
spoljanja-dan-no-fiksna-ip-kamera.html

Vivotek IP7151 Video / Audio fiksna Progressive Scan CCD PoE IP kamera Vari-focal, 
Auto-iris - SONY 1/4” Progressive Scan CCD Sensor in VGA Resolution up to 30/25 fps at 
640x480, MPEG-4 and MJPEG Compression (Dual Codec), CS-mount vari-focal, f=2.9 
mm~8.2 mm, F1.0, auto-iris(UGRADJEN), IR Corrected, Removable IR-cut filter for day & 
night function, 1.0 Lux/F1.0, Automatic or manual day/night mode, Backlight compensation 
(BLC), Supports privacy masks, Supports two-way audio by SIP protocol, Multi-level user 
access with password protection, IP address filtering, Camera live viewing for up to 10 
clients, Triple-window video for motion detection, One D/I and one D/O for external sensor 
and alarm, Event notification using HTTP, SMTP or FTP, Local recording of MP4 file, 
podr� ava 3GPP/ISMA RTSP protokol, Web nadzor - ugra� en web server, Telnet, Vivotek 
softver za monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video 
servera u isto vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili 
ru� no po potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno pretra� ivanje snimljenog materijala

�  325,00

Vivotek IP7152 IP Video / Audio fiksna Progressive Scan CCD PoE Wireless kamera 
Vari-focal, Auto-iris(UGRADJEN) - sve kao kod modela IP7151 s tim što je dodat Wireless 
2.4GHz 802.11g 54Mb/s ali bez ugra� enog PoE splitera (mo� e se koristiti eksterni PoE 
spliter)

�  337,00

Vivotek IZ7151 18X Zoom Progressive Scan CCD PoE IP kamera - MPEG-4 and MJPEG 
Compression (Dual Codec), podr� ava 3GPP/ISMA RTSP protokol, Digital I/O for External 
Sensor and Alarm, Web nadzor - ugra� en web server, Telnet, Vivotek softver za 
monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video servera u isto 
vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili ru� no po 
potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno pretra� ivanje snimljenog 
materijala

�  756,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/63-vivotek-iz7151-18x-
zum-danno-progresivni-scan-ccd-fiksna-ip-mrena-kamera.html

www.ipkamere.com

IP7361  
NOVO!!!

IP8161

IP8161  
NOVO!!!

www.tisab.rs

FIKSNE IP KAMERE

 Tel:+381 11 3103-999, fax. 2203-546,  +381 64 87-515-12    e-mail: office@tisab.rs

VIVOTEK - VODE� I SVETSKI PROIZVO� A�  OPREME ZA IP 
VIDEO NADZOR

Model

IP7161

IP7251

IP7142

IP7151

IZ7151

IP7142

IP7251

IP7152

IZ7151
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Vivotek IP6122 - IP audio kamera UTP 10/100 Mb/s, optika 6mm CS ,dual 
MPEG4 ili MJPEG kompresija, mogu� nost koriš� enja InfraRed ili AutoIris optike, 
dinami� ka IP adresa (DDNS), UPnP,  digitralni I/O za signale i alarme, rezolucija 
704x576 piksela, maksimum do 25/30 slika u sekundi, dvosmerni prenos zvuka - 
priklju� ak za zvu� nike, sinhronizovano udaljeno ili lokalno video i audio 
nadgledanje preko ra� unara, TV-a ili monitora sa media adapterom, inteligentna 
detekcija pokreta u tri podesiva prozora, DHCP daljinski nadzor i snimanje 
preko dinami� ke IP adrese, PPPoE, napajanje 12VDC - mogu� nost udaljenog 
PoE napajanja,dimenzije 140x70x55 DxŠxV, Web nadzor, softver za monitorisanje 
i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video servera u isto 
vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili 
ru� no po potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno 

�  139,00

Vivotek IP6127 - be� i� na IP audio kamera, 802.11g, karakteristike kao i IP6122 �  156,00

Vivotek IP7160 box 2-megapikselna kamera MPEG-4/MJPEG, 
1600x1200@10fps, 1/3,2" CMOS, 4.2mm Lens, DI/DO, DUAL stream, Tamper 
Detection, 2-megapikselni CMOS senzor;
Auto Iris objektiv(opciono);MPEG-4 i MJPEG kompresija(Dual Codec);Istovremeni 
višebrojni protok snimaka;ePTZ za efikasno � uvanje podataka;Podesivo snimanje 
za razli� iti broj frejmova;
Tamper detektor protiv sabotiranja rada;3GPP Mobilni video nadzor;Podr� ava 
PoE;Dvostrani audio preko SIP protokola;Ugra� en SD/SDHC karti� ni ulaz za 
lokalno skladištenje snimaka;32-kanalni standardni ST7501 Centralni Softver;

�  221,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/62-vivotek-ip7160-2-
megapikselna-fiksna-ip-mrena-kamera.html

Vivotek IP7138 Video / Audio fiksna 1.3 Megapixel IP kamera - je vrhunska IP kamera sa 
1.3 megapikselnim CMOS senzorom visoke rezolucije (1280x1024) za video nadzor, UTP 
10/100 Mb/s, 1/4" CMOS, CS objektiv F2.0 / 4mm, MPEG4 i MJPEG video kompresija - 
mogu�  simultani streaming, do 30 slika u sekundi, ima slot za Compact Flash memorijske 
kartice tako da je mogu� e i lokalno snimanje (va� no u slu� aju pada veze sa udaljenim 
snima� em), ugra� en mikrofon omni direkcioni, sinhronizovano udaljeno ili lokalno video i 
audio nadgledanje preko ra� unara, TV-a sa media adapterom ili � ak i mobilnih telefona 
preko 3G mre� e (podr� ava 3GPP/ISMA RTSP protokol), inteligentna detekcija pokreta u više 
podesivih prozora, Digital I/O za Sensor and Alarm, DHCP, PPPoE, napajanje 12V - ugra� en 
PoE spliter 802.11af, Web nadzor - ugra� en web server, Telnet, Vivotek softver za 
monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video servera u isto 
vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili ru� no po 
potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno pretra� ivanje snimljenog materijala

�  129,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/69-vivotek-ip7138-
13megapiksela-fiksna-ip-mrena-kamera.html

Vivotek IP7139 - be� i� na IP audio kamera, iste karaketeristike kao IP7138 sa 
dodatim wireless 2.4GHz 802.11g 54Mb/s

�  165,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/68-vivotek-ip7139-13-
megapiksela-wlan-fiksna-ip-mrena-kamera.html

Spoljašnja dan-no�  kamera MPEG-4/MJPEG, 640x480@25fps, 1/4" CMOS 4.0mm Lens, IR-
Cut, DI, PoE, DUAL stream, tamper detection

�  153,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/59-vivotek-ip7330-
spoljanja-dan-no-weather-proof-ip-fiksna-mrena-kamera.html

Vivotek IP 7130 box kamera MPEG-4/MJPEG, 640x480 pri 25fps, 1/4" CMOS, 4.0mm Lens, 
DI/DO, DUAL stream, Tamper Detection �  149,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/67-vivotek-ip7130-
unutranja-poe-fiksna-ip-mrena-kamera.html

Vivotek IP7131 Video / Audio fiksna IP kamera - UTP 10/100 Mb/s, 1/4" CMOS, CS 
objektiv F2.0 / 4mm / 1.5 Lux, maksimalna MPEG4 kompresija, rezolucija 640x480 pri 30 
slika u sekundi, ugra� en mikrofon omni direkcioni, sinhronizovano udaljeno ili lokalno video i 
audio nadgledanje preko ra� unara, TV-a sa media adapterom ili � ak i mobilnih telefona 
preko 3G mre� e (podr� ava 3GPP/ISMA RTSP protokol), inteligentna detekcija pokreta u više 
podesivih prozora, Digital I/O za Sensor and Alarm, DHCP, PPPoE, napajanje 12V - ugra� en 
PoE spliter 802.11af, Web nadzor - ugra� en web server, Telnet, Vivotek softver za 
monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video servera u isto 
vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili ru� no po 
potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno pretra� ivanje snimljenog 
materijala

�  139,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/71-vivotek-ip7131-
3gppmpeg-4-poe-fiksna-ip-mrena-kamera.html

Vivotek IP7132 IP Video / Audio fiksna Wireless kamera - sve kao kod modela IP7131 s 
tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s 

�  161,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/70-vivotek-ip7132-
3gppmpeg-4-wlan-fiksna-ip-mrena-kamera.html

Vivotek IP7135 Video / Audio fiksna IP kamera interna - UTP 10/100 Mb/s, 1/4" CMOS, 
objektiv F2.0 / 4mm / 1.0 Lux, maksimalna MPEG4 kompresija, rezolucija 640x480 pri 30 
slika u sekundi, ugra� en mikrofon omni direkcioni 50-16000Hz sa odnosom signal / šum 
ve� im od 60dB, sinhronizovano udaljeno ili lokalno video i audio nadgledanje preko 
ra� unara, TV-a sa media adapterom ili � ak i mobilnih telefona preko 3G mre� e (podr� ava 
3GPP/ISMA RTSP protokol), inteligentna detekcija pokreta u tri podesiva prozora, DHCP, 
PPPoE, napajanje 5V (mogu� nost udaljenog PoE napajanja uz opcioni PoE komplet), 
dimenzije 34.8 x 109.5 x 77.2mm (DxŠxV), te� ina 150gr, Web nadzor - ugra� en web server, 
Telnet, Vivotek softver za monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili 
Vivotek video servera u isto vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u 
zadato vreme ili ru� no po potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno 
pretra� ivanje snimljenog materijala

�  100,00

IP7131

IP7130

IP7330

IP7330

IP7130

IP7131

IP7132
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IP7160
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IP7139

IP7138

IP7160
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teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/75-vivotek-ip7135-
3gppmpeg-4-fiksna-ip-mrena-kamera.html

Vivotek IP7137 IP Video / Audio fiksna Wireless kamera - sve kao kod modela IP7135 s 
tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s 

�  120,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/74-vivotek-ip7137-
3gppmpeg-4-wlan-fiksna-ip-mrena-kamera.html

Vivotek IP7133 Dual Stream, 1/4'' CMOS sensor, rezolucija 640x480TVL pri 25 fps,  
Privacy button, DI/DO, 32-ch S/W

�  100,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/73-vivotek-ip7133-dual-
codec-streams-3gpp-fiksna-ip-mrena-kamera.html

Vivotek IP7134 Dual Stream, 1/4'' CMOS sensor, rezolucija 640x480TVL pri 25 fps, 
Privacy button, DI/DO, 32-ch S/W, 802.11b/g Wireless

�  120,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/72-vivotek-ip7134-dual-
codec-strenams-3gppwlan-fiksna-ip-mrena-kamera.html

Pan/Tilt/Zoom MPEG-4/MJPEG, 704×576 up to 25fps, 1/4"  CCD, 10× opt. zoom, I/O, 
PoE, SIP, dual stream

�  428,00

Vivotek PZ7122 IP Video / Audio Wireless pokretna kamera interna - sve kao kod 
modela PZ7121 s tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s 

�  442,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/76-vivotek-pz7112pz7122-
10x-zum-dual-stream-wlan-ptz-ip-mrena-kamera.html

Vivotek PZ6122 IP Video / 2-Way Audio / 10 x Optical Zoom pokretna kamera - vrhunska 
IP kamera, UTP 10/100 Mb/s, 10x opti� ki zoom (f=4.2m-42m, F1.8-2.9) + 10x digitalni zoom, 
1/4" CCD, auto-iris objektiv sa podešavanjem osvetljenja, no� ni re� im rada pri samo 0.05 
Lux, motor za pokretanje kamere u svim pravcima - pan / tilt, auto patrol mod rada i 
snimanja, dual MPEG4 ili MJPEG kompresija, digitralni I/O za signale i alarme, rezolucija 
704x576 piksela, maksimum do 25/30 slika u sekundi, ugra� en mikrofon omni direkcioni 20-
20000Hz sa odnosom signal / šum ve� im od 58dB, dvosmerni prenos zvuka - priklju� ak za 
zvu� nike, sinhronizovano udaljeno ili lokalno video i audio nadgledanje preko ra� unara, TV-a 
ili monitora sa media adapterom, inteligentna detekcija pokreta u tri podesiva prozora, 
DHCP, PPPoE, napajanje 12V - mogu� nost udaljenog PoE napajanja, dimenzije 105 x 105 x 
125mm (DxŠxV), te� ina 420gr, Web nadzor, Telnet, Vivotek softver za monitorisanje i 
snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video servera u isto vreme, snimanje 
na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili ru� no po potrebi, upozorenje ako � e HDD biti uskoro popunjen, fleksibilno pretra� ivanje snimljenog materijala

�  372,00

Vivotek PZ6124 - be� i� na IP audio PTZ  kamera, 802.11g, sve kao kod modela 
PZ6122 s tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s 

�  403,00

Pan/Tilt/Zoom MPEG-4/MJPEG, 640×480 up to 25fps, 1/4"  CCD, 3× opt. zoom, I/O, 
DUAL stream �  353,00

Vivotek PZ7152 IP Video / Audio Wireless pokretna kamera interna - sve kao kod 
modela PZ7151 s tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s �  365,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/79-vivotek-pz7151-26x-zum-
progresivni-skener-poe-ptz-ip-mrena-kamera.html

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/78-vivotek-pz7152-26x-zum-
progresivni-scener-wlan-ptz-ip-mrena-kamera.html

Pan/Tilt/Zoom MPEG-4/MJPEG, 640×480 up to 25fps, 1/4"  CMOS, 3× opt. zoom, I/O, 
DUAL stream �  221,00

Vivotek PZ7132 IP Video / Audio Wireless pokretna kamera interna - sve kao kod 
modela PZ7131 s tim što je dodat Wireless 2.4GHz 802.11g 54Mb/s �  233,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/81-vivotek-pz7131-26x-
zumdual-streams-poe-ptz-mrena-kamera.html

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/80-vivotek-pz7132-26x-zum-
dual-streamswlan-ptz-mrena-kamera.html

Vivotek PT3122 IP audio pokretna kamera,UTP 10/100 Mb/s, motor za 
pokretanje kamere u svim pravcima - pan / tilt, auto patrol mod rada i snimanja, 
1/4" CMOS, F2.0 / 4mm / 1.0 Lux, MPEG4 , rezolucija 704x576 pri 30 slika u 
sekundi, sinhronizovano udaljeno ili lokalno video i audio nadgledanje preko 
ra� unara, TV-a sa media adapterom ili � ak i mobilnih telefona preko 3G mre� e 
(podr� ava 3GPP/ISMA RTSP protokol), inteligentna detekcija pokreta u tri 
podesiva prozora, PPPoE, napajanje 12VDC - mogu� nost udaljenog PoE 
napajanja, dimenzije 110 x 110 x 130mm (DxŠxV), te� ina 150gr, Web nadzor, 
Telnet, softver za monitorisanje i snimanje do 16 razli� itih Vivotek IP kamera i/ili 
Vivotek video servera u isto vreme

�  159,00
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Vivotek PT7135 IP Video / Audio pokretna kamera interna - UTP 10/100 Mb/s, motor za 
pokretanje kamere u svim pravcima - pan / tilt, auto patrol mod rada i snimanja, 1/4" CMOS, 
objektiv F2.0 / 4mm / 1.0 Lux, maksimalna MPEG4 kompresija, rezolucija 640x480 pri 30 
slika u sekundi, ugra� en mikrofon omni direkcioni 50-16000Hz sa odnosom signal / � um 
ve� im od 60dB, sinhronizovano udaljeno ili lokalno video i audio nadgledanje preko 
ra� unara, TV-a sa media adapterom ili � ak i mobilnih telefona preko 3G mre� e (podr� ava 
3GPP/ISMA RTSP protokol), inteligentna detekcija pokreta u tri podesiva prozora, DHCP, 
PPPoE, napajanje 12V - mogu� nost udaljenog PoE napajanja, dimenzije 110 x 110 x 
130mm (Dx� xV), te� ina 150gr, Web nadzor - ugra� en web server, Telnet, Vivotek softver za 
monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere i/ili Vivotek video servera u isto 
vreme, snimanje na osnovu doga� aja, alarma, periodi� no ili u zadato vreme ili ru� no po 

�  170,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/83-vivotek-pt7135-mpeg-4-
3gpp-pt-mrena-kamera.html

Vivotek PT7137 IP Video / Audio Wireless pokretna kamera interna - sve kao kod modela 
PT7135 s tim � to je dodat Wireless 2.4GHz 802.11g 54Mb/s 

�  201,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/ptz-ip-kamere/82-vivotek-pt7137-mpeg-4-
3gpp-wlan-pt-mrena-kamera.html

Vivotek SD7151 Day/Night Outdoor Speed Dome 18x Zoom Progressive Scan CCD IP 
kamera sa eksternim ku� i� tem - high-end network camera for professional surveillance 
applications, SONY 1/4º progressive scan CCD sensor in VGA resolution up to 30/25 fps at 
640x480, Focal length: f=4.1mm~73.8mm, auto iris, focus range: 290mm (wide), 800mm 
(tele) to infinity, F-number: F1.4 (wide), F3.0 (tele), Embedded removable IR-cut filter for day 
& night function, Vandal-proof and Weather-proof, PTZ Control by Joystick, Angle of View 
2.8� ~ 48�  (horizontal), Minimum Illumination 1.61 Lux (F1.4, 1/30s) - 0.38 Lux (F1.4, 1/30s, 
without IR-cut filter), Compression: MJPEG & MPEG-4 Streaming: Simultaneous dual-
streaming, Adjustable image size, quality, and bit rate, Time stamp and text caption overlay, 
Flip & mirror, Configurable white balance, brightness, sharpness and exposure, Automatic, 
manual or scheduled day/night mode, Backlight compensation (BLC), Pan range: 360�  
continuous rotation, Tilt range: 0� ~90�  flip, Pan speed: 0.1~300� /sec, Tilt speed: 

�  1.099,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/85-vivotek-sd7151-18x-
zum-spoljanja-danno-speed-dome-mrena-kamera.html

Outdoor speed dome, 35x optical zoom, Sony 1/4©© Exview HAD CCD, removable IR cut 
filter (/w 24V AC adapter), Vandal proof

�  1.503,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/84-vivotek-sd7313sd7323-
35x-zumspoljanja-wdr-danno-mrena-kamera.html

Vivotek  SD6122 IP antivandal dual codec, speed dome CCD kamera, MPEG-
4/MJPEG, PAN 720, TILT 180, 10x opti� ki, 10x digitalni zum, prate� i softver za 
snimanje do 16 kamera, alarmni ulazi i izlazi, snapshot, dvosmerna audio 
komunikacija, inteligentna detekcija pokreta, DHCP daljinski nadzor i snimanje 
preko dinami� ke IP adrese

�  730,00

Vivotek FD8361 Spolja� nja fiksna dome kamera, rezolucija 640x480 TVL pri 25fps, 
optika 3.3-12mm, digitalni ulazi i izlazi, Infra-red diode, POE, Dual stream, Tamper 
protection, Vandal proof, IP66, MJPEG/MPEG4,Heater & Fan, 32-ch S/W 

�  485,00

Vivotek FD8161 dan-no�  kamera 2-Megapikselni CMOS Senzor;3 do 9mm Vari-
fokal,Auto-iris Optika;Pokretni IR-cut filter za Dan/No�  snimanje;IC diode dometa do 
15m;H.264,MPEG-4 i MJPEG Kompresija(Triple Codec);Dupli protok snimka 
istovremeno;ePTZ funkicja;Aktivno adaptivno snimanje ;3-axis Mehani� ki Dizajn za 
monta� u na plafon i zidove;Ugra� en PIR senzor za detekciju kretanja ljudi;Ugradjen 
802af PoE ulaz;SD/SDHC karti� ni ulaz za lokalno snimanje;

�  360,00

http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/87-vivotek-
fd8161-2-megapikselna-h264-danno-fiksna-dome-kamera.htm l

Vivotek FD7141 Spolja� nja fiksna dome kamera,Wide Dynamic Range CMOS 
Senzor;3,3 do 12mm Vari-fokal Optika(FD7141);9 do 22mm Vari-fokal 
Optika(FD7141V);Pokretni IR-cut filter za Dan/No�  snimanje;IC diode dometa do 
15m;MPEG-4 i MJPEG Kompresija(Dual Codec);Dupli protok snimka 
istovremeno;Vandal-proof i Weather proof IP66 ku� i� te;  3-axis Mehani� ki Dizajn za 
monta� u na plafon i zidove;Tamper Detektor;Ugra� en 802.3af PoE;Dvostrani zvuk 
preko SIP protokola;SD/SDHC karti� ni ulaz za lokalno snimanje;Ugra� en ventilator i 
greja�  koji se napaja preko PoE kabla; rezolucija 640x480 TVL pri 25fps, optika 3.3-
12mm, digitalni ulazi i izlazi, Infra-red diode, POE, Dual stream, Tamper protection, 
Vandal proof, IP66, MJPEG/MPEG4,  Heater & Fan, 32-ch S/W 

�  415,00

Outdoor fixed dome, Vandal proof, IP66, MJPEG/MPEG4, WDR sensor, Heater & Fan, 
S/W, 9~22mm,POE �  415,00

teh. dokumentacija http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/86-vivotek-fd7141-
spoljanja-wdr-tamper-detektor-fiksna-dome-mrena-kamera.html

Vivotek FD6121 antivandal kamera sa dvosmernom audio komunikacijom,  
visoke rezolucije 520TVL, 1/3'' CCD, 0 lux, IC diode (domet 10 m), auto-iris 
optika 3.6-9mm, rezolucija 704x576, MJPEG/MPEG4, sinhronizovano udaljeno ili 
lokalno video i audio nadgledanje preko ra� unara, TV-a sa media adapterom ili 
� ak i mobilnih telefona preko 3G mre� e (podr� ava 3GPP/ISMA RTSP protokol), 
inteligentna detekcija pokreta u tri podesiva prozora, DHCP daljinski nadzor i 
snimanje preko dinami� ke IP adrese, PPPoE, Web nadzor, Telnet, softver za 
monitorisanje i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video 

�  231,00

FD7141

FD8161

FD8161

SPEED DOME IP Kamere-Brzo Pokretne

FIKSNE IP Dome Kamere

FD7141

SD7323

SD7151

PT7137

PT7135

SD6122

FD7141V

SD7151

PT7137

PT7135

FD8361

SD7151

FD6121
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Vivotek FD6122V antivandal kamera sa dvosmernom audio 
komunikacijom,  1/3'' CCD, 0 lux, IC diode (domet 10 m), optika 3.6mm, 
rezolucija 704x576, MJPEG/MPEG4, sinhronizovano udaljeno ili lokalno video i 
audio nadgledanje preko ra� unara, TV-a sa media adapterom ili � ak i mobilnih 
telefona preko 3G mre� e (podr� ava 3GPP/ISMA RTSP protokol), inteligentna 
detekcija pokreta u tri podesiva prozora, DHCP daljinski nadzor i snimanje 
preko dinami� ke IP adrese, PPPoE, Web nadzor, Telnet, softver za 
monitorisanje i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video 

�  160,00

Vivotek FD7132 Video / Audio 3-Axis fisna IP kamera sa indoor dome ku� i� tem sa IR 
15m- UTP 10/100 Mb/s, 3-axis Mechanical Design to Adjust Lens Position for Ceiling and 
Wall Mount Installation, Day and Night with mechnical IR cut filter, IR Illuminators for up to 
15m, Vari-focal Board Lens (17.9�  ~ 63.6�  horizontal, 13.5�  ~ 46.5�  vertical), f=3.3 mm~12 
mm, F1.4 (wide), F2.9 (tele), auto-iris, focus range: 50 cm to infinity, 0.56 Lux/F1.4, Real-
time MPEG-4 / MJPEG: Up to 30/25 fps at 640x480 (Dual Codec, Dual Streams 
Simultaneously), Built-in PIR (Passive Infrared) Sensor for Human Detection, Built-in White-
light Illuminators, 3GPP Mobile Surveillance, Built-in 802.3af Compliant PoE (Power over 
Ethernet), Two-way Audio by SIP Protocol, Digital I/O for External Sensor and Alarm, Built-in 
microphone, External microphone input, Audio output, Muilti-level user access with 
password protection, IP address filtering, HTTPS encrypted data transmission, Camera live 
viewing for up to 10 clients, Triple-window video motion detection, Event notification using 
HTTP, SMTP e-mail, or FTP, Vivotek softver za monitorisanje i snimanje do 32 razli� ite Vivotek IP kamere

�  257,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/88-vivotek-fd7132-danno-
3-ose-poe-fiksna-dome-mrena-kamera.html

Vivotek FD7131 Video / Audio 3-Axis fisna IP kamera sa indoor dome ku� i� tem - UTP 
10/100 Mb/s, 3-axis Mechanical Design to Adjust Lens Position for Ceiling and Wall Mount 
Installation, Wide Angle Vari-focal Board Lens Board lens (53.2�  ~ 105.1�  horizontal, 39.8�  ~ 
77.4�  vertical), vari-focal, f=2 mm~4 mm, F1.4 (wide), F1.8 (tele), focus range: 50 cm to 
infinity, 1.5 Lux/F1.4, Real-time MPEG-4 / MJPEG: Up to 30/25 fps at 640x480 (Dual Codec, 
Dual Streams Simultaneously), Built-in PIR (Passive Infrared) Sensor for Human Detection, 
Built-in White-light Illuminators, 3GPP Mobile Surveillance, Built-in 802.3af Compliant PoE 
(Power over Ethernet), Two-way Audio by SIP Protocol, Digital I/O for External Sensor and 
Alarm, Built-in microphone, External microphone input, Audio output, Supports two-way 
audio by SIP protocol, Muilti-level user access with password protection, IP address filtering, 
HTTPS encrypted data transmission, Camera live viewing for up to 10 clients, Triple-window 
video motion detection, Event notification using HTTP, SMTP e-mail, or FTP, Vivotek softver 

�  221,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/dome-ip-kamere/89-vivotek-fd7131-
unutranja-3-ose-montiranjapir-senzorfiksan-dome-mrena-kamera.html

Vivotek FD7160 dome 2 MEGAPIKSELA fiksna kamera za spolja� nju monta� u, IP66 
za� tita, MPEG-4/MJPEG, rezolucija 2 Mpix, 1/4"  CMOS, 2.8mm Lens, I/O, PoE, DUAL 
stream, Tamper Detection

�  226,00

Vivotek FD7130 dome fiksna kamera za spolja� nju monta� u, IP66 za� tita, MPEG-
4/MJPEG, rezolucija 640� 480 pri 25fps, 1/4"  CMOS, 2.8mm Lens, I/O, PoE, DUAL 
stream, Tamper Detection

�  198,00

teh. dokumentacija
http://www.ipkamere.com/vivotek-ip-kamere/fiksne-ip-kamere/67-vivotek-ip7130-
unutranja-poe-fiksna-ip-mrena-kamera.html

Vivotek VS3100P - jednokanalni audio video server izuzetnih 
karakteristika,UTP 10/100 Mb/s, MPEG4, ugra� en web server, BNC video ulaz i 
izlaz, audio ulaz, inteligentna detekcija pokreta u tri podesiva prozora, Digitalni 
ulazi i izlazi za senzore i alarm, pre i posle alarmno snimanje, Web nadzor, softver 
za monitorisanje i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video 

�  119,00

Vivotek VS2403 - � etvorokanalni video server, UTP 10/100 Mb/s, MJPEG, 
RS232/485, rezolucija 704x576, ugra� en web server, BNC video ulaz, inteligentna 
detekcija pokreta u tri podesiva prozora, Digitalni ulazi i izlazi za senzore i alarm, 
pre i posle alarmno snimanje, PTZ kontrola, Web nadzor, softver za monitorisanje 
i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video servera u isto vreme

�  325,00

teh. dokumentacija http://www.ipkamere.com/vivotek-video-serveri/4-kanalni/53-vs2403.html

Vivotek VS7100 jednokanalni audio video server izuzetnih karakteristika,UTP 
10/100 Mb/s, MPEG4/MJPEG, RS485, rezolucija 704x576, ugra� en web server, 
BNC video ulaz i izlaz, audio ulaz, inteligentna detekcija pokreta u tri podesiva 
prozora, Digitalni ulazi i izlazi za senzore i alarm, pre i posle alarmno snimanje, 
PTZ kontrola, Web nadzor, softver za monitorisanje i snimanje do 16 razli� itih 
Vivotek IP kamera i/ili Vivotek video servera u isto vreme, opciono POE, dual 
stream

�  168,00

teh. dokumentacija http://www.ipkamere.com/vivotek-video-serveri/1-kanalni/54-vs7100.html

Vivotek RX7101 - � etvorokanalni audio risiver, UTP 10/100 Mb/s, 
MPEG4/MJPEG dekodiranje, RS485, rezolucija D1, ugra� en web server, 
inteligentna detekcija pokreta u tri podesiva prozora, Digitalni ulazi i izlazi za 
senzore i alarm, pre i posle alarmno snimanje, PTZ kontrola, Web nadzor, softver 
za monitorisanje i snimanje do 16 razli� itih Vivotek IP kamera i/ili Vivotek video 
servera u isto vreme, dual stream, S-Video izlaz, BNC izlaz, RCA izlaz, ulaz za 
mikrofon

�  243,00

teh. dokumentacija http://www.ipkamere.com/vivotek-video-serveri/vivotek-video-risiveri.html

NOVI BESPLATAN SOFTVER 

ZA 32 KAMERE - BROŠURA

http://www.ipkamere.com/download/datasheet/Datasheet_Eng_ST7501_V%201.0_new%
20layout.pdf 

FD7130

FD7132

FD7131

VIDEO SERVERI

VIDEO RISIVERI

RX7101

Vivotek ST7501 Central Management Software

VS3100P

VS2403

VS7100

VS7100

VS2403

RX7101

FD6122

FD7132

FD7131

FD7160

FD7130
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 Vivotek ST7501 Central Management Software:
    * Client/Server for Remote/Local Video Management
    * Real-time 32-channel Live Video Monitoring
    * Simultaneous 16-channel Playback
    * Efficient Recording System
    * Pan/Tilt/Zoom Camera Control Interface
    * Powerful Playback Control Functions
    * Role-based User Account Management
    * Lightweight Remote Login to Access All Functions
    * Easy-to-use Snapshot Function
    * Exports AVI Files to Local Host
    * Seamlessly  Integrates with All VIVOTEK Cameras
    * Supports Dual-stream Live Viewing and Recording
    * Cameras Accessible through NAT
    * Event-triggered or Scheduled Recording Mode

BESPLATAN 
DOLAZI UZ 

KAMERE

Eksterno ku� i� te sa dr� a� em za IP3122 / IP6122 / IP7131 / IP7132 / IP7138 / 
IP7139 / IP7151 / IP7152 / IZ7151 IP kamere - radna temperatura -20 do +50C, 
ventilator, greja�  kod prednjeg stakla (otpornije na inje i zamagljivanje), termostat 
za kontrolu ventilatora i greja� a, kabl u ku� i� te ulazi kroz dr� a� , IP66 za� tita

�  51,00

Vivotek VT-16W eksterno ku� i� te za PZ6122 - radna temperatura -20 do +50C, 
automatsko uklju� ivanje i isklju� ivanje greja� a odn. ventilatora po potrebi, IP66 
za� tita �  239,00

Joystick za pomeranje Vivotek PZ7xx IP kamera �  349,00

NVR-8 Mre� ni video rekorder - 8-kanalni, Podr� ava Vivotek, ACTI, IQinVision kamere,                                                                
                                                            • Standalone Linux based NVR 
• Web based access using JAVA - Microsoft Windows (Internet Explorer, Mozilla Firefox etc.), 
Linux and Apple Mac OS (*) supported 
• Manage/Record/View up to 8 IP cameras/videoservers simultaneously 
• Open solution - support of various IP cameras from different manufacturers 
• Easy setup of the unit and connected devices (many tasks done automatically) 
• Easy recordings search, playback and export 
• Easy remote access from the Internet - Fully automatic or Manual router setup 
• Trully Megapixel Ready - up to 5 megapixel cameras supported 
• Rule scripting language for programming custom scripts 
• Support of I/O devices, values also available for scripting 
• 1× SATA I or II hard drive (not included) 
• High stability, no viruses, no spyware 
• Compact size and quiet operation 
• Low power consumption - green and cost effective solution 

�  339,00

NVR-24 Mre� ni video rekorder - 24-kanalni, Podr� ava Vivotek, ACTI, IQinVision kamere,                                                                                                                            
                                                             • Standalone Linux based NVR 
• Powerful version, recommended for MPix cameras 
• Web based access using JAVA - Microsoft Windows (Internet Explorer, Mozilla Firefox etc.), 
Linux and Apple Mac OS (*) supported 
• Manage/Record/View up to 24 IP cameras/videoservers simultaneously 
• Open solution - support of various IP cameras from different manufacturers 
• Easy setup of the unit and connected devices (many tasks done automatically) 
• Easy recordings search, playback and export 
• Easy remote access from the Internet - Fully automatic or Manual router setup 
• Trully Megapixel Ready - up to 5 megapixel cameras supported 
• Rule scripting language for programming custom scripts 
• Support of I/O devices, values also available for scripting 
• 4× SATA I or II hard drive (not included) + 2× eSata interface 
• High stability, no viruses, no spyware 
• Compact size and quiet operation 
• Low power consumption - green and cost effective solution

�  1.070,00

NVR-48 Mre� ni video rekorder - 48-kanalni, Podr� ava Vivotek, ACTI, IQinVision kamere                                                           
                                                         Iste karakteristike kao i NVR-24 

�  1.449,00

Vivotek-ov 9-kanalni mre� ni video rekorder NR7401 - istovremeno snimanje i 
monitoring, Gateway funkcija, 4 PoE porta, External USB Storage, podr� ava SATA HD,  
bez HD-a

�  449,00

teh. dokumentacija http://www.ipkamere.com/vivotek-nr7401-9-kanalni-poe-gataway-mreni-
video-rekorder/46-vivotek-nvr-ovi/91-vivotek-nr7401-9-kanalni-poe-gataway-
mreni-video-rekorder.htm l

Mre� ni IP video rekorderi (NVR)

NVR-24

VT-16W

NVR7401

NVR-8

NVR-48

HFX 
1400 
USB 

Joystick

NVR7401

ST 7501

Prate� e Komponente
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Mre� ni ure� aj za kontrolu 4 potro� a� a 220VAC                                                                                                                                
                                    • Built-in web server 
• Supports wide range of Internet browsers: 
o Microsoft Internet Explorer 
o Mozilla Firefox 
o Opera 
o Google Chrome 
• 4× manageable 230 V output 
• Supported protocols: HTTP, SMTP, SNTP, DHCP, DNS and Telnet 
• Watchdog feature for an automatic restart of hanged network devices 
• RS-232C interface control 
• CGI command control 
• Secure login 
• User access rights 
• LED indicators for actual status of each outlet 
• Safe design prevents from electric current injury, fireproof materials 
• Timer control 
• Default output states setup 
• Manual output control using buttons 
• E-mail notification

�  131,00

Napomena : Cene su izra� ene bez obra� unate vrednosti PDV-a i informativnog su karaktera, ra� unate pri odnosu $/EUR=0.75. Pla� anje se vr� i u 
dinarima po prodajnom kursu eura Banca Intesa na dan uplate.Vi� e informacija o opemi mo� ete na� i na sajtovima: www.tisab.rs, 

www.ipkamere.com, www.vivotek.com

KONTROLA POTROŠA� A PREKO MRE� E

NETPOWE
R-230
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